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SELF-CONTAINED VACUUM LOADERS4EZLOADTM SERIES LOADER

PATENT PENDING

The Best Loader, Simplified for EZ Loading

 ` Simple operation for everyday use 
 Loading times are automatically adjusted and even change to accommodate different  
 bulk density resins. 

 ` Cost-competitive, without losing quality 
 In applications where all the available features of an advanced loading control are not  
 necessary, the EZLoadTM Loader provides all the great design features of Conair’s   
 most popular loaders, at a reduced cost.

 ` Automatic control 
 The operator turns the unit on, and the loader   
 does the rest. The EZLoad control was specifically  
 designed for everyday loading applications where  
 simple operation is all that is required. 

 ` Operator notification of no-material 
 Equipped with a built-in alarm horn, the EZLoad control will notify the operator of a   
 no-material event.

 ` Optional remote on/off switch 
 Commonly installed high, and out of reach, on a hopper, blender, etc., an optional   
 remote on/off switch can even make on/off as simple as flipping a switch at  
 ground level. 

Simplified Operation,  
Budget-Friendly Loading 
Equipped with a simple on/off switch, the new EZLoadTM Series 
is at a price point that fits within a tight budget, and allows for 
simplified operation which meets the needs of 90% or more of 
everyday loading applications.

The EZLoad sets the load and dump times automatically, 
requiring no programming, adjustments, or operator settings. 
Simply flip the power switch to on, and walk away. At the end of 
production or the end of the shift, simply switch the EZLoad to 
off. There are no settings to adjust, no control screens or buttons 
to press; just turn it on and turn it off. It doesn’t get any easier.

The new EZLoadTM Loader Series delivers all 
the design advantages and reliability that you 
have come to expect from a Conair loader. The 
hinged filter lid opens easily, with out tools, 
tilts back and locks out of the way leaving 
both hands free for safety and comfort.

EZL Series self-contained motor loaders 
are equipped with fully automatic EZLoad 
control. The flip of an on/off switch is all that 
is required for the intelligent EZLoad control 
to load and dump material with optimum 
vacuum cycles automatically. A horn alerts 
the operator alert if a no-load event occurs. 
The EZL Series is perfect for users with typical 
everyday loading needs. 

Available in two popular sizes, the EZL-2 and 
EZL-5 are the perfect answer for applications 
where common, simple resin loading needs to 
occur, and lower cost is mandatory.

For advanced loading functions (ratio loading, 
purging, etc.), see Conair’s extensive line of 
Access and DustBeater Loaders.

Model EZL-2  
(Rear of unit shown to 
display the control.) 
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SELF-CONTAINED VACUUM LOADERS4EZLOADTM SERIES LOADER

PATENT PENDINGSpecifications

Specification Notes

Stainless Steel JIT Hopper
Model EZL-2 EZL-5

JIT Hopper model 10 lb 20 lb 40 lb

JIT Hopper capacity   lb {kg} 11.1 {5.1} 24.3 {11.0} 41.5 {18.8}

Dimensions   inches {mm}

E - Height above mounting plate 34.3 {871.2} 42.1 {1069.3} 45.2 {148.1}

F - Height to center of material inlet 22.6 {574.0} 27.7 {703.6} 30.8 {782.3}

Mounting details See Figure 3

Approximate weight    lb {kg}

Installed 45 {20} 80 {36} 85 {39}

Shipping 67 {30} 96 {44} 101 {46}

Glass Hopper
Model EZL-2

Glass Hopper model 3 lb 11 lb 21 lb

Glass Hopper capacity   lb {kg} 3.0 {1.4} 11.0 {4.9} 21.0 {9.5}

Dimensions    inches {mm}

G - Height above mounting plate 32.4 {822.5} 38.1 {966.7} 49.6 {1260.6}

H - Height to center of material inlet 20.8 {527.1} 26.5 {672.6} 38.0 {965.2}

Mounting details See Figure 4

Approximate weight    lb {kg}

Installed 43 {19} 49 {22} 59 {27}

Shipping 65 {30} 71 {32} 82 {37}

Figure 3 - JIT Hopper Figure 4 - Glass Hopper

21
2 

in
.

{5
3.

8 
m

m
sq

ua
re

5.
0 

in
. {

12
7.

0 
m

m
sq

ua
re

6.
0 

in
. {

15
2.

4 
m

m
  s

qu
ar

e

6 in. 
{152 mm}

3 inch
 {76 mm}
diameter
through 

hole

6 in. 
{152 mm}

Model EZL-2 EZL-5 EZL-5*

Performance characteristics
Loader volume   ft3 {liters} 0.2 {6.0} 0.5 {14.0}
Loader body diameter    inches {mm} 8.0 {203.0} 12.0 {304.0}
Material line†   inches {mm} 1.75 {44.45} (Standard), 1.5 {38} and 2.0 {51} (optional)
Loader maximum temperature rating   °F {°C} 180 {82} 180 {82} 150 {66}
Vacuum motor 5/8 Hp - 2 Brush 7/8 Hp - 4 Brush 1.3 Hp - Brushless
Nominal throughput†     lbs/hr {kg/hr} 200.0 {90.0} 500.0 {227.0} 1000.0 {454.0}
Maximum conveying distance   ft {m} 50.0 {15.2} 75.0 {22.9} 120.0 {36.6}
Discharge type Gravity flapper
Demand sensor Integrated reed switch / Remote capacitance sensor (optional)
Compressed air requirements psi recommended 80 psi {5.52 bar}, 2 ft3/min {0.057 m3/min}, NPT fitting: 3/8 inch

Dimensions    inches {mm}
A - Height above mounting plate 20.4 {518.2} 23.2 {588.52}
B - Height above mounting plate with open lid 29.7 {754.4} 34.0 {863.6}
C - Depth below mounting plate 4.9 {124.5} 8.1 {206.3}
D- Height to center of material inlet 8.8 {223.5} 8.6 {219.5}

Mounting details  See Figure 1 See Figure 2

Approximate weight     lb {kg}
Installed 28 {13} 49 {22}
Shipping 50 {23} 65 {30}

Voltage §    Full load amps @ VAC **

8 @ 110, 4 @ 220 14 @110, 7 @ 220

Figure 1 - EZL-2

Figure 2 - EZL-5

* Available with brushless motor as standard.
† 1.5 inch {38.1 mm} material line size not available with brushless motor.
‡  Throughputs beyond the recommended ratings should not be attempted unless you are conveying  
 virgin material from close distances. Higher throughputs could result in shortened brush and/or  
 filter life. For higher throughputs, consult Conair for a quote on central vacuum loaders.
§  Brushless motors are available in 220/1/60Hz, but not in 220/1/50Hz.

 All EZLoad Loaders are shipped with 15 ft {4.572 m} of flex hose and a vertical feed tube.
** FLA data for reference purposes only. Does not include any options or accessories on equipment.  
 For full FLA detail for power circuit design of specific machines and systems, refer to the  
 electrical diagrams of the equipment order and the nameplate applied to the machine. 
 Specifications may change without notice. Consult with a Conair representative for the most   
 current information.
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Direct feed model  
(Stainless steel hopper JIT)

Direct feed model  
(Glass hopper)Standard model  

12 inch {304 mm}  
clearance hole required

Note: Glass hoppers require 
match-drilling to the machine throat.


