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MOISTURE METER4MOISTURE MINDER® M5 AND M100

Real-Time Sensing
Real Time Savings

Moisture Minder is simple to use—just load 
the recipe and go! The operator-friendly color 
touch screen control requires no additional 
training.

Choose from the M5 or M100 model— 
depending on your application needs. The M5 
is perfect for detecting moisture levels from 
10-1000 ppm, while the M100 is designed for 
100-3000 ppm moisture detection.

Built-in alarms for moisture and temperature 
alert you to changes in setpoints so  you 
can make on-the-fly adjustments without 
compromising the entire batch.

Continuous monitoring without intervention.

The built-in historical trending feature 
automatically tracks moisture data without 
any operator interaction. 

Built to fit into your existing system or use 
with the Conair Drying Monitor system for 
exceptional control.

Detects Moisture in Real-time at Throughputs up to 5000 lbs/hr!

 ` Retrofittable 
The Moisture Minder can easily be integrated into new or existing systems. This 
sensor is very flexible and capable of being used in most application including 
both Injection Molding and extrusion Processes. 

 ` Real Time Alerts and Historical Trending 
Moisture is read in real time in line with the process. This means that alerts and 
alarms can be set up to tell you before bad parts are made. Historical trending 
allows you to see how the moisture has changed over time and log files can be 
saved to validate that parts were created within the acceptable moisture range. 

 ` No Moving Parts, No Problems 
The sensor is 100% electric. There are no moving parts to maintain or change. 
The moisture minder is a supervision tool so its addition to your system will not 
impact your current production rates. A yearly calibration and clean out are the 
only regular maintenance suggestions. 

 ` Reduced Scrap and Returns 
The real time 24/7 monitoring can supplement your current daily weekly, or 
periodic checks. No blind spots between quality checks. This means you know the 
quality of the resin being used for ever shot produced or every foot extruded. 

The perfect solution for in-line resin moisture analysis,  
Moisture Minder® accurately detects moisture in your plastic pellets 
in real time. This sensor is capable of detecting residual moisture 
in a broad ranges of materials at rates of 20-5000 lbs/hr. Historical 
trending and data logging helps to keep a record of your process 
performance over time for qualification and peace of mind. When 
used in conjunction with the Drying Monitor system from Conair, you 
can be certain that your drying process will produce only the best 
end product.

The Conair Moisture Minder will alert you to material moisture issues 
instantly so that you can confidently maintain the high standards 
your customers expect. 

Model M5

*Moisture Minder is a registered trademark of Conair’s 
partner, ProKon.
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Features
Temperature Alarm Band
Alarm when product temperature is above or below set points

Historical Trending
Capture and review data for material moisture and temperature to 
review issues or validate product

Moisture Alarm Band
Alarm when product temperature is above or below set points

Communications 
Communicate with the system or pull data to your plan supervision 
system using ModBus TCP/IP communications or option OPCUA 
protocol

Output Board
Triggers alarm  or valve

Custom Adapters & Mounts
Designed for your specific application needs

Recipe Control
Just load the recipe and start processing. No advanced training is 
required to run the Moisture Minder.

Color Touch HMI Display
Capable of displaying up to 8 moisture meters

Specifications may change without notice. Check with a Conair representative for the most current information.

*The Moisture Minder is not a load-bearing vessel.  Additional supports should be used to mount a hopper or other vessel above the Moisture Minder.

Specification Notes

 Models M5 M100

Performance characteristics 

Moisture Range (ppm) 10-1000 100-3000

Temperature Range (°F) 70-390 70-285

Accuracy (ppm) +/-15 +/-15

Throughput (lbs/hr) 5,500 5,500

Dimensions   (of Sensor)*

A - Height (in) 6.1

B - Diameter (in) 6.1

C - Width w/Control (in) 10.26

D - Mounting pattern width (in) 3.6

E - Throughput hole diameter (in) 3.9

Approximate weight    lb {kg}

Shipping Weight

Installed Weight   

Utility Requirements

HMI 110 VAC <15 FLA
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Specifications

Note: Bolt hole size is M8.


